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Overview

Main Components

 1 Top Climbing Rail
 2 Bottom Climbing Rail
13 Framework Spindle 

(Heavy-Duty Spindle SLS)
20 Working Platform
21 Crossbeam U160
24 Carriage RCS
28 Formwork Spindle  

(Heavy-Duty Spindle SLS)
29 Rear Protection
30 Intermediate Platform
33 Finishing Platform
35 Strongback RCS/SRU
36 Concreting Platform
40 Formwork
50 Climbing Shoe RCS
60 Climbing Device RCS 50
87 Scaffold Tube Bracing
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Overview

Key

Pictogram | De�nition Dimension speci�cations
Dimensions are usually given in cm. 
Other measurement units, e.g. m, are 
shown in the illustrations.

Conventions
 �‘ Instructions are numbered with:  
1. ....., 2. ....., 3. .....

 �‘ The result of an instruction is  
shown by: �J

 �‘ Position numbers are clearly provided 
for the individual components and 
are given in the drawing, e.g. 1, in 
the text in brackets, for example ( 10). 

 �‘ Multiple position numbers, i.e. alter-
native components, are represented 
with a slash, e.g. 1/2 .

Presentational reference
The illustration on the front cover of 
these instructions is understood to  
be a system representation only. The 
assembly steps presented in these 
 Instructions for Assembly and Use are 
shown in the form of examples with 
only one component size. They are 
valid accordingly for all component sizes 
contained in the standard con�guration.

For a better understanding, detailed 
 illustrations are partly incomplete. 
Some safety installations which  
have possibly not been shown in  
these detailed descriptions must 
 nevertheless still be available.

* If not identical to the action arrow.

Arrows

Arrow representing an action

Arrow representing a reaction of an action*

Forces

Safety instruction categories
The safety instructions alert site per-
sonnel to the risks involved and provide 
information on how to avoid these 
risks. Safety instructions are featured 
at the beginning of the section or 
ahead of the instructions, and are 
 highlighted as follows:

 Danger
This sign indicates an extremely haz-
ardous situation which, if not avoided, 
will result in death or serious injury.

 Warning
This sign indicates a hazardous situa-
tion which, if not avoided, could result 
in death or serious injury.

 Caution
This sign indicates a hazardous situa-
tion which, if not avoided, could result 
in minor or moderate injury.

 Note
This sign indicates situations in which 
failure to observe the information can 
result in material damage.

Set-up of the safety instructions

 Signal word
Type and source of the danger!
Consequences of non-compliance.

 
º Avoidance measures

Visual check

Tip

Misapplication

Safety helmet

Safety shoes

Safety gloves

Safety glasses

Personal protective equipment 
to prevent falling from a height 
(PPE)

Danger / Warning / Caution

To be complied with

Note

Load-bearing point

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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Introduction

Target Groups

Additional Technical Documentation

* Valid in Germany: Regulations for Occupational 
Health and Safety on Construction Sites 30 
(RAB 30).

**  Instructions are given by the contractor 
 himself or a competent person selected  
by him.

 �‘ Instructions for use:
 – Lifting Beam 9 t

 �‘ Assembly instructions:
 – RCS Climbing Device and Hydraulics

 �‘ Product approvals:
 – Z-21.6-1766 PERI Screw-On Cone
 – Z-21.6-1767 PERI Climbing Cone

 �‘ Separate design information
 �‘ Design Tables 2015 – Formwork and Shoring

Contractors
These Instructions for Assembly and 
Use are designed for contractors who 
either

 �‘ assemble, modify and dismantle  
the formwork system, or

 �‘ use it, e.g. for concreting, or
 �‘ allow it to be used for other 
 operations, e.g. carpentry or 
 electrical work.

Competent person
(Construction Site Coordinator)
The Safety and Health Protection 
 Coordinator*

 �‘ is appointed by the client,
 �‘ must identify potential hazards 
 during the planning phase,

 �‘ determines measures that provide 
protection against risks,

 �‘ creates a health and safety plan,
 �‘ coordinates the protective measures 
for the contractor and site personnel 
so that they do not endanger each 
other,

 �‘ monitors compliance with the 
 protective measures.

Competent person quali�ed to 
 carry out inspections
Due to the specialist knowledge gained 
from professional training, work experi-
ence and recent professional activity, 
the competent person quali�ed to car-
ry out inspections has a reliable under-
standing of safety-related issues and 
can carry out inspections correctly. 
 Depending on the complexity of the 
 inspection to be undertaken, e.g. scope 
of testing, type of testing or the use of 
certain measuring devices, a range of 
specialist knowledge is necessary.

Quali�ed personnel
Formwork systems may only be 
 assembled, modi�ed or dismantled  
by personnel who are suitably quali�ed 
to do so. For the work to be carried 
out, the quali�ed personnel must have 
received instructions** covering at 
least the following points:

 �‘ Explanation of the plan for the as-
sembly, modi�cation or dismantling 
of the formwork in an understanda-
ble form and language.

 �‘ Description of the measures for as-
sembling, modifying or dismantling 
the formwork.

 �‘ Naming of the preventive measures 
to be taken to avoid the risk of 
 persons and objects falling.

 �‘ Naming of the safety precautions in 
the event of changing weather con-
ditions which could adversely affect 
the safety of the formwork system 
as well as the persons concerned.

 �‘ Details regarding permissible loads.
 �‘ Description of all other risks and 
 dangers associated with assembly, 
modi�cation or dismantling operations.

 �‘ In other countries, ensure that 
the relevant national guidelines 
and regulations in the respective 
current version are complied 
with!

 �‘ If no country-speci�c regulations 
are available, it is recommended 
to proceed according to German 
guidelines and regulations.

 �‘ A competent person must be 
present on site during formwork 
operations.

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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Introduction

Use in a way not intended according to 
the Instructions for Assembly and Use, 
or any use deviating from the standard 
con�guration or the intended use, rep-
resents a misapplication with a poten-
tial safety risk, e.g. risk of falling.

Only PERI original parts may be used. 
The use of other products and spare 
parts is not allowed.

Changes to PERI components are not 
permitted.

The system described in these Instruc -
tions for Assembly and Use may con-
tain patent-protected components.

Instructions on Use

Product Description

The vertical spacings of the platforms 
to each other can be realised using 
12.5-cm increments. 

RCS Formwork Scaffolding can also  
be equipped with an enclosure. Pro-
ject-speci�c planning is required here.

Intended use
 �‘ Use as formwork scaffolding in 
 building construction projects

 �‘ Realisation of in-situ walls
 �‘ Provides anti-fall protection for site 
personnel

 �‘ Protection against falling objects
 �‘ Protection against the effects of the 
weather (only with an enclosure)

PERI products have been designed  
for exclusive use in the industrial  
and commercial sectors by quali�ed 
personnel only.

Features
The RCS Formwork Scaffolding is a 
standard application of the RCS Rail 
Climbing System.
The system is a bracket-type frame-
work construction and has been 
 designed as falsework for supporting 
wall formwork according to  
DIN EN 12812 (formerly DIN 4421).

The climbing scaffold consists of  
2 bracket structures (Climbing Rails 
with Platform Beams and Struts) which 
are connected to the platforms (work-
ing platform, intermediate platform and 
�nishing platform) and scaffold tube 
bracing. The platforms consist of 
 planking installed on platform beams. 
The platforms are pre-assembled  
on crossbeams (working platform), 
 intermediate platform beams and/or 
�nishing platform beams. 

By connecting the formwork and 
 climbing scaffold by means of 
 strongbacks, this results in climbing 
formwork which is moved as a 
 climbing unit with the crane or  
using a hydraulic climbing device. 

Standard assembly
These Instructions for Assembly and 
Use describe the standard assembly  
of the Rail Climbing System RCS as 
formwork scaffold.

 �‘ with intermediate and �nishing 
 platforms,

 �‘ with one Climbing Shoe per 
 concreting section

 �‘ self-climbing or rail-guided with the 
help of a crane,

 �‘ with Climbing Device RCS 50 which 
is installed from the intermediate 
platform.

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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Introduction

Cleaning and Maintenance Instructions

In order to maintain the value and 
 operational readiness of the climbing 
formwork over the long term, clean  
the surface areas after every use.

The following points should help to 
keep cleaning and maintenance costs 
as low as possible.

For cleaning and maintenance of  
the hydraulic system, observe the 
 Instructions for Use for the RCS 
 Climbing Device and Hydraulics.

Spray the formwork on both sides  
with concrete release agent before 
each use; this facilitates easier and 
faster cleaning of the formwork.  
Spray the concrete release agent  
very thinly and evenly!

Do not spray working platforms or 
 access ways with a concrete release 
agent – slipping hazard!

Spray the rear side of the formwork 
with water immediately after concret-
ing; this avoids any time-consuming 
and costly cleaning operations. 

When used continuously, spray the 
panel formlining with concrete release 
agent immediately after striking; then 
clean by means of a scraper, brush or 
rubber lip scraper. Important: do not 
clean formlining made of plywood with 
high-pressure equipment. This could 
result in the formlining being damaged.

Fix box-outs and mounting parts with 
double-headed nails; as a result, the 
nails can easily be removed later, and 
damage to the formlining is largely 
avoided.

Close all unused anchor holes with 
plugs; this eliminates any subsequent 
cleaning or repair work. Anchor holes 
accidentally blocked with concrete are 
cleared by means of a steel pin from 
the formlining side. 

When placing bundles of reinforcement 
bars or other heavy objects on horizon-
tally stored formwork elements, suitable  
support, e.g. square timbers, is to be 
used: this largely avoids impressions 
and damage to the formlining.

Internal concrete vibrators should be 
�tted with rubber caps if possible; as a 
result, any damage to the formlining is 
reduced if the vibrator is accidentally 
inserted between the reinforcement 
and formlining.

Never clean powder-coated compo-
nents, e.g. elements and accessories, 
with a steel brush or hard metal 
 scraper: this ensures that the powder 
coating remains intact. 
Use spacers for reinforcement with 
large-sized supports or extensive areas 
of support; this largely avoids impres-
sions being formed in the formlining 
when under load.

Mechanical components, e.g. climbing 
rails in the glide area of the climbing 
shoes, spindles or gear mechanisms, 
should be cleaned before and after 
use, thus removing dirt or concrete 
 residue and subsequently greased  
with a suitable lubricant.

Provide suitable support for the 
 components during cleaning so that  
no unintentional change in their 
 position is possible.

Do not clean components suspended 
on crane lifting gear.

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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Safety Instructions

Cross-System

The safety instructions apply to  
all phases of the system.

General
The contractor must ensure that the 
 Instructions for Assembly and Use sup -
plied by PERI are available at all times 
and understood by the site personnel. 

These Instructions for Assembly  
and Use can be used as the basis for 
creating a risk assessment. The risk 
 assessment is compiled by the 
 contractor. However, these Instructions 
for Assembly and Use do not replace 
the risk assessment!

Always take into consideration and 
comply with the safety instructions  
and permissible loads.

For the application and inspection  
of PERI products, the current safety 
regulations and guidelines valid in  
the respective countries must be 
 observed.

Materials and working areas are to  
be inspected before each use and 
 assembly for:

 �‘ signs of damage,
 �‘ stability and
 �‘ function.

Damaged components must be 
 exchanged immediately on site and 
may no longer be used.

Safety components are to be removed 
only when they are no longer required.

Before and after exceptional occurrences 
that may have an adverse effect on the 
safety of the formwork system, the 
contractor must immediately

 �‘ create another risk assessment, with 
appropriate measures being carried 
out based on the results, to ensure 
the stability of the formwork system,

 �‘ arrange for an extraordinary inspec-
tion to be carried out by a competent 
person quali�ed to do so. The aim  
of this inspection is to identify and 
rectify any damage in good time in 
order to guarantee safe use of the 
formwork system.

Exceptional occurrences can include:
 �‘ accidents,
 �‘ longer periods of non-use,
 �‘ natural events, e.g. heavy rainfall, 
 icing, heavy snowfall, storms or 
earthquakes.

Components provided by the contractor  
must conform to the characteristics 
 required in these Instructions for 
 Assembly and Use, as well as all valid 
construction guidelines and standards. 
Unless otherwise indicated, this 
 applies in particular to:

 �‘ timber components:  
Strength Class C24 for Solid Wood 
according to EN 338.

 �‘ scaffold tubes:  
galvanised steel tubes with minimum  
dimensions of Ø 48.3 x 3.2 mm 
 according to EN 12811-1:2003 4.2.1.2.

 �‘ scaffold tube couplers according to 
EN 74.

Deviations from the standard con�gu-
ration are only permitted after a further 
risk assessment has been carried out 
by the contractor.
Appropriate measures for working and 
operational safety, as well as stability, 
are de�ned on the basis of this risk 
 assessment.
Corresponding proof of stability can be 
provided by PERI on request if the risk 
assessment and resulting measures to 
be implemented are made available.

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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Safety Instructions

Assembly, modi�cation and 
 dismantling work
Assembly, modi�cation or dismantling 
of the climbing system may only be 
carried out by quali�ed persons and 
 under the supervision of a competent 
person. The quali�ed personnel must 
have received appropriate training for 
the work to be carried out with regard 
to speci�c risks and dangers.

On the basis of the risk assessment 
and Instructions for Assembly and Use, 
the contractor must create installation 
instructions in order to ensure safe 
 assembly, modi�cation and dismantling 
of the climbing unit.

The contractor must ensure that the 
personal protective equipment required 
for the assembly, modi�cation or dis-
mantling of the climbing formwork, e.g.

 �‘ safety helmet,
 �‘ safety shoes,
 �‘ safety gloves,
 �‘ safety glasses,

is available and used as intended.

If personal protective equipment 
against falling from a height (PPE)  
is required or speci�ed in local 
 regulations, the contractor must 
 determine appropriate attachment 
points on the basis of the risk 
 assessment.
The contractor stipulates the PPE  
to be used to prevent falling.

The contractor must
 �‘ provide safe working areas for site 
personnel, which are to be reached 
through the provision of safe  
access ways. Areas of risk must be 
cordoned off and clearly marked.

 �‘ ensure stability during all stages of 
construction, in particular during as-
sembly, modi�cation and dismantling 
operations. 

 �‘ ensure and prove that all loads can 
be safely transferred.

Utilisation
Every contractor who uses or allows 
the climbing system to be used is 
 responsible for ensuring that the 
 equipment is in good condition.

If the climbing system is used 
 successively or at the same time by 
several contractors, the health and 
safety coordinator must point out any 
possible mutual hazards, and all work 
must then be coordinated.

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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Safety Instructions

Access means
Safe access to all working areas must 
be guaranteed at all times. 
Preferred options are walkways, stairs, 
stair towers or site lifts. 
When working at great heights, use 
erection scaffold.

Internal scaffold ladders can connect 
max. 2 scaffold levels to one another. 
Internal scaffold ladders are to have  
an offset arrangement.  They must  
be secured on the outer side of the 
scaffold by means of appropriate 
 anti-fall equipment such as rear safety 
protection or safety nets.
Suitable equipment must be available 
on hatches and openings of the 
 climbing formwork in order to prevent 
accidents. After the ladder access is 
used each time, ensure that the hatch 
cover is closed.

In the case of an emergency situation, 
the working areas must have escape 
routes in place or suitable rescue 
equipment available. It must also be 
ensured that at least one emergency 
escape route or piece of rescue 
 equipment can still be used if the 
 power supply fails.
The access areas on the construction 
site must be free of obstacles and 
 tripping hazards, as well as being 
slip-resistant.
Do not walk on components; use a 
 secure and suf�ciently load-bearing 
 position next to the components. 

BGI 663
“Handling instructions for the use of 
work and safety scaffolding.”
Extract taken from Section 7:

 �‘ For their own safety, it is important 
that site personnel use the designated  
access means for ascents and 
 descents, and do not climb or jump 
off the scaffolding.

 �‘ Do not jump on the scaffold decking 
nor throw any objects off the side.

If the use of fall arrest equipment is 
deemed to be inappropriate, personal 
protection equipment (PPE) can  
be used if suitable �xing points are 
available.

Do not remain under any suspended 
loads. If work under suspended loads 
cannot be avoided, determine and 
 apply all appropriate safety measures. 
Avoid entering the area between an 
 approaching and a �xed component.

Use a guide rope to ensure that assem-
bly units suspended from the crane are 
fully under control when being moved.

Site personnel are forbidden to remain 
in areas below where assembly work  
is being carried out, unless the area of 
risk has been provided with suf�cient 
protection against falling, overturned, 
sliding or rolling objects and masses. 
The area of risk is to be cordoned off.

System-Speci�c

The safety instructions apply to  
all phases of the system.

Assembly work
The contractor must ensure that the 
user has the appropriate and suf�cient 
number of tools, approved and inspect-
ed lifting equipment and slings, suita-
ble and suf�cient space for assembly 
and storage, as well as adequate crane 
capacity at his disposal.

There is always the possibility of un-
foreseen risks arising during assembly 
work.  The level of risk is to be estimat-
ed according to each individual case 
and, if necessary, measures are to be 
taken to avoid or at least to minimise 
the risk. 

If anti-fall protection cannot be used or 
has to be removed due to operational 
reasons, safety equipment must be 
 installed in its place in order to prevent 
or arrest falls from any height. 

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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Safety Instructions

Safety components:
 �‘ A visual inspection is to be carried 
out by authorised personnel before 
each climbing operation. 

 �‘ Before any climbing or assembly,  
a functionality check is carried out  
by quali�ed personnel. 

 �‘ If parts need to be replaced, only 
PERI original components may be 
used.

 �‘ Repairs are carried out by quali�ed 
PERI personnel only.

 �‘ In the case of overloading or recur-
rent damage, stop work operations 
on and under the platforms, deter-
mine the cause and then rectify.

Supporting structure:
 �‘ A visual inspection is to be carried 
out by authorised personnel before 
initial use. 

 �‘ Only PERI original components are 
to be used for repairs or replace-
ment.

 �‘ In the case of overloading or recur-
rent damage, stop work operations 
on and under the platforms, deter-
mine the cause and then rectify.

Other components:
 �‘ Repairs are carried out by authorised 
personnel and the contractor/site 
management is to be informed. 

 �‘ Determine the cause of any damage 
that occurs repeatedly and then 
 rectify.

Maintenance and repairs
The system components are to be 
 inspected before each use to ensure 
that they are in perfect condition and 
functioning correctly.  Only materials  
in perfect condition are to be used. 

The platforms are to be inspected  
for signs of damage by authorised 
 personnel on a monthly basis. Dirt 
which affects functionality is to be 
 removed immediately.  Damaged 
 components are to be inspected, 
 removed and replaced. 
If the maximum permissible wind 
speed has been exceeded, tempera-
tures are outside the scope of applica-
tion, or after any extraordinary event 
has taken place such as a �re or earth-
quake, the functionality and load-bear-
ing capacity of all safety components, 
as well as the supporting structure,  
are to be checked. 
Disconnect the system from the power 
supply before starting an inspection 
and secure it against being switched 
on again.

Protection against falling objects
Avoid positioning working areas and 
access points in areas of risk. If this is 
not possible due to work procedures, 
suitable protection equipment must  
be available. This also applies to work 
requiring only a short period of time.
Secure tools and materials to prevent 
them from falling to the ground. 
 Remove concrete residue and other 
dirt as soon as possible, at the latest 
before the next climbing cycle.  
In general, the platforms are to be  
kept clean at all times. 
Operational working areas at great 
heights are to be secured against 
 falling objects by means of appropriate 
constructional measures. 

Component stability

Secure those components whose 
 stability may be at risk using suitable 
means, e.g. with push-pull props, or 
 attach to the crane lifting gear until  
the risk of tipping has been eliminated.
Site personnel must remain clear of the 
area of risk from tipping. Indicate areas 
of risk and ensure that these areas are 
clearly marked. 
If necessary, cordon off the area of risk 
using suitable means. Check before 
work operations begin in each case 
whether safety signs and barriers are 
in position.

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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Storage and transportation
Store and transport components 
 ensuring that no unintentional change 
in their position is possible. Detach 
 lifting accessories and slings from the 
lowered components only if they are in 
a stable position and no unintentional 
change is possible.

Do not drop the components.

Use PERI lifting accessories and slings 
and only those load-bearing points 
 provided on the component.

During the moving procedure
 �‘ ensure that components are picked 
up and set down so that unintention-
al falling over, falling apart, sliding, 
falling down or rolling is avoided.

 �‘ no persons are allowed to remain 
 under the suspended load.

The access areas on the construction 
site must be free of obstacles and 
 tripping hazards, as well as being 
slip-resistant.

For transportation, the surface used 
must have suf�cient load-bearing 
 capacity.

Use original PERI storage and transport 
systems, e.g. Crate Pallets, Pallets or 
Stacking Devices.

Climbing procedure
The climbing formwork cannot be 
mounted for the next concreting step 
until the required concrete strength  
has been achieved. 

As a result of the moving procedure, 
unprotected leading edges are formed. 
These areas are to be cordoned off. 
Additional equipment must be in place 
in order to secure those persons work-
ing at the leading edge, e.g. personal 
protective equipment against falling 
from a height (PPE). 

Site personnel, construction materials 
or tools may not be transported with 
the crane during moving operations. 
Exceptions to this can be determined 
through the operational working and 
assembly instructions on the basis of  
a corresponding risk assessment.

The climbing procedure must be 
 monitored by a competent and 
 quali�ed person.

During the climbing procedure, 
 clamping and crushing hazards are 
present that are caused by moving 
components.  

Those persons carrying out the 
 climbing procedure must be fully 
 informed about all possible hazards. 

All persons who are not required to 
carry out the climbing procedure  
must leave the area of risk. 

When climbing with the hydraulic 
climbing device, speci�cations 
 regarding the arrangement of the 
 hydraulic hoses are to be observed.  
If the standard arrangement is not 
 possible, an authorised person  
must determine a safe and secure 
 alternative.

In case of a malfunction, personnel 
must lower the platform to the next 
possible position and then leave the 
climbing unit in a safe and secure 
 manner and inform an authorised 
 person immediately.  

Safety Instructions

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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65 110279

66 110608

67 051410

68 051420

69 812938

70 109105

71 103718

72 104132

73 051450

75 075450

76

77

78 123478

79 109720

80 114328

81 109721

82

84 110289

85

86

87

88 026413

89 110296

91 125856

92 051610

93 051160

94 126088

95 017020

96 131404

14

Component Overview and Tool List

Pos. no. Pos. no.Component name Component nameItem no. Item no.

Top Climbing Rail RCS

Climbing Rail RCS 248

Climbing Rail RCS 348

Bottom Climbing Rail RCS

Climbing Rail RCS 498

Climbing Rail RCS 748

Spacer M20-82

Spacer M24-82

Climbing Rail Extension RCS 100

Climbing Rail Hinge RCS

Crane Eye BR-2 2.5 t

Lifting Beam RCS 9 t

Diagonal Strut l = 2121

Diagonal Strut l = 1416

Heavy-Duty Spindle SLS 260/360

Fitting Pin Ø 21 x 120

Cotter Pin 4/1

Working Platform

Crossbeam Unit RCS 220 VARIO

Crossbeam Head RCS/VARIO

Carriage RCS

Steel Waler Universal SRU L = 2.72

Waler Fixation U100 - U120

Adjusting Unit SRU, external

Heavy-Duty Spindle SLS 200/300

Ladder Safety Cage

Intermediate Platform

Intermediate Platform Beam

Waling

Finishing Platform

Finishing Platform Beam

Strongback Adapter RCS/SRU

Concreting Platform

Platform Beam RCS/SRU 113

Formwork Intermediate Platform

Formwork VARIO

TRIO Panel

Leading Anchor

Advancing Bolt M30

Anchor Positioning Stud M30

Anchor Positioning Plate M30

Anchoring

Screw-On Cone M30/DW 26

Threaded Anchor Plate DW 20

Anchor Sleeve M24

Cone for Anchor Sleeve

Climbing Cone-2 M30/DW 20

Tie Rod DW 20, Special Length

Threaded Anchor Plate DW 26

Spacer Tube Ø 22

Cone DR 22

Bolt ISO 4017 M30 x 70-8.8

Climbing Shoe RCS

Wall Shoe RCS

Wall Shoe RCS, hinged

Excentric Lever RCS

Climbing Device RCS 50

Hydraulic Twin Hoses RCS 10 m

Hydraulic Twin Hoses RCS 20 m

Hydraulic Pump RCS 4 x 190 bar

Adapter Cable RCS

Plug Socket RCS, black

Hatch 55 x 60-2, foldable

Ladder 180/6

Ladder 220/6

End Ladder 180/2

Ladder Base 30, adjustable

Ladder Hook

Ladder Safety Cage 75

Ladder Safety Cage 150

Lattice Girder GT 24 e.g. 450

Planking

Toeboard

Angle Bracket 90°

Guardrail Post RCS 226

Guardrail Post RCS/SRU 184

Guardrail Post 384 RCS

Guardrail Boards

L-angle

Enclosure Beam (timber)

Enclosure (multi-layer plywood sheeting)

Scaffold Tube Bracing

Steel Scaffold Tube Ø 48.3 x 3.2

Clamp A64 DIN 3570

Scaffold Tube Connector LPS/RCS D = 48

End Guardrail Post CB

Guardrail Connector CB

Guardrail Post Holder Multi

Standard Coupler RA 48/48

Half-Coupler-2 W. Bolt HT B D48-M20

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration



97 017010

98

99

101 710224

102 110598

106 104477

107 711084

108 109612

110 710240

111 024140

112 024390

113 024410

114 024360

115 781053

116 105032

118 710381

120 710342

121 780354

122 113348

125 024690

126 024470

127 024540

129 111437

132 024950

135 029440

136 051640

137 024270

138 324260

139 030370

140 127633

141 023650

142 127659

143 710312

144 051250

8 Nm

16 Nm

30 Nm

65 Nm

100 Nm

150 Nm

260 Nm

350 Nm

100 Nm

150 Nm

50 Nm

Component Overview and Tool List

Tightening Torque

For non-de�ned lubricated screw connections, 
PERI recommends the following guide values  
as “hand-tightened” tightening torque MA.
These guide values are based on EN 15048 with 
Safety Factor 3 against breakage of a bolt with 
Strength Class 4.6.

Pos. no. Component name Item no.

Tool name

Cordless Screwdriver

Screw Bits Torx 25/30/35

Wood Drill Ø 5/8/9/13/22

Allen Key 14

Torque Wrench

Hammer

4-Sling Lifting Gear

PERI Hydraulics Case

Round Slings

Ring Wrench, Open-End Wrench, Socket Wrench SW 13/17/19/30/36/46

Abbreviations used in these Instructions for 
Assembly and Use:

a anchor spacing for concrete joints
bn width nth designated section
C Climbing Rail spacing
dn thickness nth designated section
G weight force
V vertical force
VAY anchor shear force
NA anchor tension force
H height
hn height nth designated section
hB storey height
Hx horizontal force
L length
Ln length nth designated section
q wind load
v speed
W wind pressure

Bolt M8

Bolt M10

Bolt M12

Bolt M16

Bolt M20

Bolt M24

Bolt M30

Bolt M36

Tightening torque has been determined for the 
following components:

Bolt of Spacer M20

Bolt of Spacer M24

Scaffold coupling

Swivel Coupler SW 48/48

Timber 6/6

Deck Covering

Bolt ISO 4017 M12 x 40-8.8

Bolt ISO 4017 M12 x 140-8.8

Bolt ISO 4014 M20 x 120-8.8

Bolt ISO 4014 M20 x 150-8.8

Bolt ISO 4014 M24 x 130-8.8

F.H. Bolt DIN 603 M8 x 100 MU

F.H. Bolt DIN 603 M8 x 70 MU

F.H. Bolt DIN 603 M8 x 200 MU

F.H. Bolt DIN 603 M8 x 250 MU

F.H. Bolt DIN 603 M8 x 125 MU

Nut ISO 7040 M20-8

Nut ISO 7040 M24-8

Nut ISO 7040 M12-8

Washer ISO 7093 200 HV, A8

Washer ISO 7089 200 HV, A8

Washer ISO 7094 12-100 HV

TSS-Torx 6 x 80

TSS-Torx 6 x 60

TSS-Torx 6 x 40

Spax Screw TX25, 5 x 20

Spax Screw TX30, 6 x 100

Hex. Wood Screw 6 x 20 DIN 571

Hex. Wood Screw 6 x 80 DIN 571

Hex. Wood Screw 8 x 60 DIN 571

Hex. Wood Screw 8 x 80 DIN 571

Wingnut Pivot Plate DW 15

Formwork Waler 150 CB

Hook Tie DW 15/400

Clamp Adapter MX / TR-SRU

Wire Nail 3 x 80

Tension Belt L = 5.7 m, 2.5 t

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration 15
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A1 System Overview

Climbing Unit
The assembly of the climbing scaffold 
varies depending on the storey height 
along with type of formwork and 
 anti-fall protection used.

In all versions, the Climbing Rails (2) 
are supported by Climbing Shoes (50) 
and Wall Shoes (51) which are mounted 
on pre-completed building parts. 
As a general rule, the Climbing Rails 
are divided.

The Crossbeams for the working plat-
form with Carriage and Strongbacks for 
the formwork system are mounted on 
the Climbing Rails (1).
Intermediate and �nishing platforms 
are mounted on additional platform 
beams.

Side protection can be realised in the 
form of a closed enclosure, scaffolding 
tubes or handrail boards. 

All of the following versions are 
 execution examples.

Version 1:
Use with VARIO formwork and 
 scaffolding tubes as guardrails
Storey height (hB) = 2.70 m.  
(Fig. A1.01)

Fig. A1.01

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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A1 System Overview

Fig. A1.02

Version 2:
Use with TRIO formwork and  
scaffold tubes as guardrails.
hB = 3.20 m.
(Fig. A1.02)

Components

 1 Top Climbing Rail RCS 
 2 Bottom Climbing Rail RCS 
 8 Climbing Rail Hinge RCS 
11 Diagonal Strut l = 2121 
12 Diagonal Strut l = 1416 
13 Framework Spindle (Heavy-Duty 

Spindle e.g. SLS260/360) 
20 Working Platform 
21 Crossbeam Unit RCS 220 VARIO 
24 Carriage RCS 
25 Strongback RCS (Steel Waler
 Universal SRU L = 2.72) 
28 Formwork Spindle (Heavy-Duty 

Spindle e.g. SLS 200/300) 
30 Intermediate Platform 
31 Intermediate Platform Beam 
33 Finishing Platform 
34 Finishing Platform Beam 
35 Strongback Adapter RCS/SRU
36 Concreting Platform 
40 Formwork VARIO 
41 Formwork TRIO 
47 Anchoring for the next section 
50 Climbing Shoe RCS 
51 Wall Shoe RCS 
79 Guardrail Post U100 225 RCS 
81 Guardrail Post U100 384 RCS 
87 Scaffold Tube Bracing
88 Steel Scaffold Tube Ø 48.3 x 3.2

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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A1 System Overview

Fig. A1.03

Components

 1 Top Climbing Rail RCS 
 2 Bottom Climbing Rail RCS 
 6 Climbing Rails Extension RCS 100 
 8 Climbing Rail Hinge RCS 
11 Diagonal Strut l = 2121 
12 Diagonal Strut l = 1416 
13 Framework Spindle (Heavy-Duty 

Spindle e.g. SLS260/360) 
20 Working Platform 
21 Crossbeam Unit RCS 220 VARIO 
24 Carriage RCS 
25 Strongback RCS (Steel Waler
 Universal SRU) 
28 Formwork Spindle (Heavy-Duty 

Spindle e.g. SLS 200/300) 
30 Intermediate Platform 
31 Intermediate Platform Beam 
33 Finishing Platform 
34 Finishing Platform Beam 
36 Concreting Platform 
39 Formwork Intermediate Platform 
40 Formwork VARIO 
47 Anchoring 
50 Climbing Shoe RCS 
51 Wall Shoe RCS 
79 Guardrail Post U100 225 RCS 
81 Guardrail Post U100 384 RCS 
82 Guardrail Boards 
85 Enclosure Beam (timber) 
86 Enclosure (multi-layer plywood 

sheeting)
87 Scaffold Tube Bracing

Version 3:
Use with VARIO formwork and  
timbers with enclosure.
hB = 3.50 m.
(Fig. A1.03)

Rail Climbing System RCS C – Climbing Formwork
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A1 System Overview

Fig. A1.04

Version 4:
Use with VARIO formwork and  
handrail boards.
hB = 4.50 m.
(Fig. A1.04)

Rail Climbing System RCS C – Climbing Formwork
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A2 Climbing Device and Hydraulics

General

Further information is provided in the 
following sections as well as in the 
separate Assembly Instructions for the 
RCS Climbing Device and Hydraulics.

Climbing Device RCS 50

The Climbing Device RCS 50 facilitates 
gradual climbing of the climbing form-
work.
After the climbing procedure is com-
pleted, the climbing formwork must be 
placed on the climbing pawls of the 
climbing shoes ensuring that the load 
is fully supported.  The Climbing Device 
must be load-free.
(Fig. A2.01 + A2.02)

Main components

60 Climbing Device RCS 50 1*
60.1 Piston with claw and roller
60.2 Cylinder base
60.3 Return from the piston rod side 

with the Quick Coupler Nipple 
RCS left and right, with protec-
tive cover

60.4 In�ow to the piston base with 
the Quick Coupler Bushing RCS 
left + right, with protective cover

60.5 Cylinder reposition device 
(spring-loaded)

60.6 Locking lever (spring-loaded)

The quick couplers on the Climbing 
 Device and Hydraulic Pump are 
 interchangeable. 

1* safety components.

Fig. A2.01

Fig. A2.02

In order to prevent the quick couplers 
from colliding with the platforms or 
other parts of the climbing protection 
panel when climbing, it is possible  
to equip the couplers vertically using 
angle pieces. 

 
z Contact PERI.

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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A2 Climbing Device and Hydraulics

1* safety components.

Hydraulic Pump
Hydraulic Pump RCS 4 x 190 bar,
380 – 460 V (63) for 4 Climbing 
 Devices RCS 50 1*
(Fig. A2.03 + A2.03a)

Main components

63 Hydraulic Pump RCS
 4 x 190 bar, 380 - 460 V
63.1 Operating lever
63.2 Switch unit
63.3 Electricity socket with phase 

 inverter
63.4 Hydraulic oil tank
63.5 Filling piece
63.6 Oil level indicator; thermometer
63.7 Return �ow �lter
63.8 Return from the piston rod side 

of the cylinder with the Quick 
Coupler Bushing RCS

63.9 In�ow to the piston head side of 
the cylinder with Quick Coupler 
Nipple RCS

63.10 Rotary �eld control lamp

Fig. A2.03

Fig. A2.03a

Rail Climbing System RCS C – Climbing Formwork
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A2 Climbing Device and Hydraulics

Accessories
(Fig. A2.04 + A2.05)

64 Adapter Cable RCS for supply line 
with CEE socket

65 Plug Socket RCS, black, for 
mounting an adapter cable

Hydraulic hose
The hydraulic twin hose is available in 
lengths L = 10 m and 20 m.

(Fig. A2.06 + A2.07)

61 Hydraulic Twin Hoses RCS 10 m
62 Hydraulic Twin Hoses RCS 20 m
61.3 Quick-Coupler Bushing RCS
61.4 Quick-Coupler Nipple RCS

During transport, join the two coupling 
ends together in order to protect the 
hoses. (Fig. A2.08)

Fig. A2.04

Fig. A2.06

Fig. A2.07

Fig. A2.08

Fig. A2.05

Rail Climbing System RCS C – Climbing Formwork
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A3 Operating Status and Loads

Operating status: working
Work required to be carried out on  
the climbing formwork and working 
platforms:

 �‘ Cleaning of formwork, reinforcing  
of walls, closing the formwork, 
 concreting and striking, inspection 
and maintenance.

 
z Platforms must be freely accessi-
ble for the required work to be 
 carried out.

 �‘ Moving forward and retracting the 
formwork on the carriage.

 �‘ Max. wind speed 102 km/h (dynamic 
wind pressure q = 0.50 kN/m²).

 �‘ Loads are evenly distributed. Single- 
sided loads on cantilevered platform 
areas are only allowed if an appropri-
ate �xation against lift-off is �tted to 
the bracket positioned opposite.  

Non-operational
During longer work breaks, overnight, 
in the case of storm warnings, with 
wind speeds over 129 km/h:

 �‘ Move the formwork on the carriage 
to the concreting position.

 �‘ Materials and equipment are to  
be removed from the working 
 platforms.  

 �‘ In the event of sudden storms or 
lightning, precautionary measures 
are to be taken only if they do not 
endanger site personnel in any way. 
Otherwise leave the climbing 
 formwork immediately.

 �‘ Accessing the platform during storm 
conditions is prohibited.  

 �‘ The assumed wind speed (dynamic 
wind pressure) during storm con-
ditions is calculated based on the 
 respective application height, wind 
zone and terrain category according 
to DIN EN 1991-1-4 or EC 1.

 �‘ If given limits are exceeded, a visual 
inspection of all bearing components 
and a functional check of all safety 
components is to be carried out for 
further use.

 �‘ If a storm warning is given with  
wind speeds higher than assumed, 
then an authorised person must be 
informed.  If necesary, all enclosure 
tarpaulins are to be removed.

 �‘ On the instructions of authorised site 
personnel, the climbing formwork 
can be climbed down to the previous 
storey. Additional instructions are 
 required for this. Remove materials 
and equipment from the platforms.

Operating status: climbing
Moving the climbing unit by crane or 
by means of the hydraulic climbing 
 device.

 �‘ The formwork is retracted on the 
carriage.

 �‘ Non-planned loads on the platforms 
are to be removed.

 �‘ Climbing with the crane: personnel 
are not allowed on the platforms 
 during the climbing procedure.

 �‘ Self-climbing: personnel required  
for climbing operations are usually 
positioned on the neighbouring 
 platforms.  When climbing the last 
platforms of a cycle or during a man-
ual intervention in the self-climbing 
procedure, it is necessary to enter 
the platform to be climbed.

 �‘ Max. wind speed 72 km/h (dynamic 
wind pressure q = 0.25 kN/m²).

 �‘ The climbing position must be 
 statically veri�ed as it can prove  
to be decisive.

Only the operating personnel may 
 remain on the climbing unit during  
the climbing procedure.

Rail Climbing System RCS C – Climbing Formwork
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102 km/h 72 km/h 129 km/h
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Overview of live loads

The support structure for these loads 
and conditions must be veri�ed by 
means of a static calculation based  
on PERI product information.

A3 Operating Status and Loads

Overview of live loads

Platform

Working Climbing
Non-  

operational
Reinforce -
ment work

Cleaning Concreting Preparation

Concreting  
platform
Working  
platform
Intermediate  
platform
Finishing 
 platform

Max. wind 
speed

Position of the 
formwork  
carriage

Retracted or in a concreting position Retracted
Concreting  

position

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration

* The maximum live load of the working platform can be reduced to 200 kg/m² (see plannin g).
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A4 Operating Sequence

Concreting the Starter
All versions can basically be climbed by 
crane or using the hydraulic climbing 
device.

When climbing with a crane, however, 
the weight of the units may be limited 
due to the crane load-bearing capacity.

When climbing with the hydraulic 
climbing device, the weight is theoreti-
cally limited to 9 t.
Hydraulic climbing operations are only 
possible from the third working cycle.

1st working cycle
Mount the working platform on the �rst concreting 
 section, brace and install the formwork.
Reinforcement work and concrete the second section.

2nd working cycle
Move the working platform by crane to the second 
 concreting section.
 

Fig. A4.01 Fig. A4.02

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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A4 Operating Sequence

4th working cycle
Dismantle formwork, remove the working platform  
from the wall, add climbing and �nishing platforms and 
mount on structure.  Climb the climbing formwork to  
the �rst standard section.  

3rd working cycle
Brace the working platform, position formwork, 
 reinforce and concrete the third section. 

Fig. A4.03 Fig. A4.04

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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5th working cycle
Position formwork, reinforce and concrete the standard 
section.

A4 Operating Sequence

Fig. A4.05

Concreting a standard section

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration



29

6th working cycle
Dismantle the trailing anchoring and mount the Leading 
Anchor.

7th working cycle
Climb the climbing formwork to the next standard 
 section with the crane (see Fig. A4.07) or using the 
 hydraulic climbing device.

A4 Operating Sequence

Fig. A4.06 Fig. A4.07

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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System Dimensions

Climbing Rails
Depending on the height of the storey 
hB, combine the Climbing Rails so that 
at least 2 Climbing Shoes guide the 
Climbing Rail at all times.
The total length of the Climbing Rails L 
must therefore correspond to at least 
the maximum height of two consecu-
tive storeys h B1 + hB2 plus overlap.

Total length
with Climbing Rail Extension:
min. L = h B1 + hB2 + 48 cm,

without Climbing Rail Extension:
min. L = h B1 + hB2 + 98 cm.

Example
Climbing Rails 2.48 + 4.98 m with 
Climbing Rail Extension:
Total length of the Climbing Rails
L = 2.48 + 4.98 + 0.02 = 7.48 m.

max. spacing of Climbing Shoe
hB1 + hB2 = 2.48 + 4.98 – 0.48 = 7.00 m

The following applies for a constant 
storey height:
max. hB1 = hB2 = 3.50 m

Overhang of the Guardrail Post above 
the Intermediate Platform Beam  
min. 20 cm.

B1 Planning the Shoring

m
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. L
 (

h
B

1 
+

 h
B

2 
+
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ve
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ap

)

m
in

. 2
0 

cm

Fig. B1.01

Combination of the Climbing Rails

Combination of the  
Climbing Rails

Climbing  
Rail Extension

Maximum spacing of 
 Climbing Shoe hB1 + hB2

With a constant storey  
height max. hB1 = hB2

with

without

without

with

without

without

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration



RCS/VARIO RCS/TRIO

45 cm 45 cm

2.48 m 2.68 m 2.80 m

3.48 m 3.68 m 3.80 m

a

a

225 210
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Fig. B1.02 Fig. B1.03

Framework Assembly

Climbing Rail spacing
The spacing between the Climbing 
Rails is determined and proven on a 
project-speci�c basis.

B1 Planning the Shoring

 �‘ The respective dimensions for the 
assembly are based on the speci�ed 
design and must be included on 
 separate assembly drawings.

 �‘ All separate connecting means 
which are not standard components 
must be identi�ed.

 �‘ Use the supplied connecting means.

Anchoring and Starter height
The Starter height hB is dependent  
on the formwork system used.

The platform unit must be braced  
at the Crossbeam Head in order to 
 accommodate existing wind loads at 
ground level or a low-positioned anchor 
point. The load-bearing capacity of the 
ground must be veri�ed.

System dimensions

Crossbeam Head

Anchor spacing a

Length of the top Climbing Rails Starter height min. h B

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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B1 Planning the Shoring

Additional Spacers

Spacers are mounted at a distance of 
50 cm on the Climbing Rails. Additional 
Spacers M20-82 (3) can be installed on 
the Climbing Rail (2) as climbing bolts. 
This allows the height of the climbing 
formwork and working platforms to be 
adjusted in increments of 12.5 cm.  
(Fig. B1.04 + B1.05)
Spacers are used to support the 
 climbing units on Slab Shoes during 
working operations.

PERI recommends mounting an 
 additional Spacer M20-82 for the 
 middle Slab Shoe for standard storey 
heights that are multiples of 50 cm.
This ensures a de�nite bearing on the 
planned Climbing Shoe without having 
to deactivate the other Climbing Shoes.

Fig. B1.04

Fig. B1.05

Rail Climbing System RCS C – Climbing Formwork
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B1 Planning the Shoring

Reaction Forces

Hx1: horizontal force on the top Slab 
Shoe (positive: tension, negative: 
compression).

Hx2: horizontal force on the bottom Slab 
Shoe (positive: tension, negative: 
compression). 

V: vertical force on the bottom Slab 
Shoe.

The reaction forces that affect the 
 anchorage and building are to be taken 
from the project-speci�c calculation.

The maximum reaction forces are to  
be shown on the general arrangement 
drawings.

For all decisive load cases, the anchor-
age and load transfer into the concrete 
as well as the transfer of forces into 
the building must be statically proven.

Fig. B1.06

Wind suction
q(z) < 0

Wind pressure
q(z) > 0

Dead load +  
live load on 
platform

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration

Load cases
A: Working conditions
wind load from wind suction with q(z)  
= 0.50 kN/m²
(v = 102 km/h),
100 % live load on one level,
50 % live load on a second level.

B1: Storm conditions
max. wind load from wind pressure w e> 0,
no live loads.

B2: Storm conditions
max. wind load from wind suction w e< 0,
no live loads.

B3: Storm conditions
max. wind load from wind suction w e< 0,
no live loads.

w e = Cs x �ô x � (c F x q(zE))

cS = Site correction value
�ô = service life factor for temporary    
 constructions
 
cF = force coef�cient
q(zE) = peak velocity pressure
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B2 Planning the Platforms

General

 �‘ Platform decking is to be correctly 
realised and in accordance with 
 applicable safety regulations.

 �‘ Material qualities must comply with 
all valid standards.

 �‘ Tripping hazards, unnecessary box 
outs and openings in the decking  
are to be avoided or covered.

 �‘ The distance between the bottom 
decking and the structure is a 
 maximum 5 cm. Gaps in the decking 
may be a max. 2 cm.

 �‘ Gaps between the decking of neigh-
bouring platforms must be �tted 
with immovable covering during 
work operations or use safety nets 
with a mesh width of max. 2 cm.

 �‘ Any openings in the decking which 
are required during work operations 
must be covered with non-movable 
suitable materials.

 �‘ Mount intermediate platforms in 
 order to safely operate anchor 
points.

 �‘ The decking of all platforms is not 
designed for use as safety scaffold. 
The suitability as safety scaffold 
must be designed and proven on a 
project-speci�c basis.  See also DIN 
EN 12811-1 as well as DIN 4420-1.

Planking for the working platform
Working scaffold of Load Class 4 max. 
load 300 kg/m² corresponds to  
DIN EN 12811-1, Table 3.
Solid Wood Strength Class C24 –  
EN 338; conifer timber, Quality Class 
S10.
Minimum dimensions of the planking: 
w x d = 24 x 4 cm or 20 x 4.5 cm.

PERI recommends that if the plank 
thickness is less than 45 mm, the 
 individual planks should be �xed to  
the cantilever arm and in the middle of 
the bay using transversely positioned 
timber.  
Minimum dimensions w x d = 12 x 4 cm.

Alternatively: Strength Class C16  
for Solid Wood EN 338; minimum 
 dimensions of the planking  
w x d = 24 x 5 cm.

Planking for the intermediate and 
�nishing platforms
Working scaffold of Load Class 2,  
max. load 150 kg/m² in accordance 
with  DIN EN 12811-1, Table 3.
Solid Wood Strength Class C24 –  
EN 338 (conifer timber, Quality Class 
S10).
Minimum dimensions of the planking: 
w x d = 20 x 4 cm.

PERI recommends that if the plank 
thickness is less than 45 mm, the 
 individual planks should be �xed to  
the cantilever arm and in the middle of 
the bay using transversely positioned 
timber.  
Minimum dimensions w x d = 12 x 4 cm.

Alternatively:
Strength Class C16 for Solid Wood  
EN 338: minimum dimensions of the 
planking w x d = 24 x 5 cm.

When using planking with a lower 
strength class or plywood sheets, 
 static veri�cation is required.

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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B2 Planning the Platforms

Girders

Girder dimensioning
Permissible span and cantilever of 
 girders for the working, intermediate 
and �nishing platforms: see Product 
 Information PI 331.
Additional stiffening boards for the 
girders may be required.

Bracing the platforms
Fix diagonal planking under the 
 platforms.   
Bolted a minimum w x d = 20 x 4 cm.
Fixing per plank: 2x Torx TSS 6 x 80

Fixing the girder
The number of connecting means 
 refers in each case to a support point. 
As a rule, the number stated is 4 x per 
platform.

Working platform with Crossbeam 
Head RCS/VARIO (22)
Crossbeam Unit RCS 220 VARIO (21)
Girder (here GT 24) (75)

Double girder position
Fix with 2x F.H. Bolt M8 x 200 MU 
(112) + washer (121).

Optional for securing against lifting:  
2x TSS Torx 6 x 60 (126).
(Fig. B2.01 - B2.01b)

 �‘ Pre-drill girders when using F.H. 
Bolts M8 with Ø 9 mm.

 �‘ When using VT 20:
 Bolt the top chord to the Crossbeam 

by means of the bottom hole ( 21.1). 
(Fig. B2.03)

 �‘ For cantilevers of more than 1 m, 
bolt the girders together on the top 
chord.

Fig. B2.01a Fig. B2.01b

Fig. B2.01

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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B2 Planning the Platforms

Single girder position
Fix with 2x F.H. Bolt M8 x 100 MU ( 110). 
(Fig. B2.02 - B2.02b)

Optional for securing against lifting:  
1x TSS Torx 6 x 60 (126).

 �‘ Pre-drill girders when using F.H. 
Bolts M8 with Ø 9 mm.

 �‘ When using VT 20:
 Bolt the top chord to the Crossbeam 

by means of the bottom hole ( 21.1). 
(Fig. B2.03)

 �‘ For cantilevers of more than 1 m, 
bolt the girders together on the top 
chord.

Fig. B2.02a Fig. B2.02b

Fig. B2.02

Fig. B2.03

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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B2 Planning the Platforms

Intermediate and �nishing platforms
Here: Intermediate Platform Beam (31), 
Girder (here GT 24) (75).

Single girder position:
Fix with  
4x hex. wood screws 8 x 80 ( 138);  
alternatively with TSS Torx 6 x 80 (125).
(Fig. B2.04 - B2.04a)

Double girder position:
Fix with  
2x F.H. Bolt M8 x 200 MU ( 112) + 
washer (121).
(Fig. B2.05 + B2.05a)

 �‘ Pre-drill girders with Ø 9 mm when 
using F. H. Bolts M8. 

 �‘ Pre-drill girders with Ø 5 mm when 
using wood screws Ø 8 mm. 

 �‘ Do not pre-drill the girders when 
 using TSS Torx 6 x 80. Fig. B2.04a

Fig. B2.05a

Fig. B2.04

Fig. B2.05

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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B2 Planning the Platforms

Planking

Assembly
Fix each plank (76) at each point  
where it crosses the girder ( 75) using 
2x Torx 6 x 80 (125). e = 120 mm.

Secure cantilevered planking and the 
respective girder against lifting using 
suitable �xing means! 
For larger cantilevers than speci�ed  
in Product Information PI 331, static 
proof is required. 
In mitred and cut-out areas where 
two-sided support of the planking  
is not guaranteed, mount laminated 
wood panels.

Toeboards

Requirements:
Toeboards made of Solid Wood C24.
Minimum dimensions d/b = 3/15 cm, 
shown here planking (76) of the 
 working platform.

Assembly
Alternative 1:
Secure the Toeboard (77) with 
 continuous timber 6/6 cm ( 98) and  
Torx 6 x 80 (125) and Spax 6 x 100 (132) 
at a spacing of approx. 50 cm.

Alternative 2:
Fix the Angle Bracket 90° (78) to the 
Toeboard (77) at a spacing of approx.  
1 m using 4x TSS Torx 5 x 20 (129).  
Fix every Angle Bracket to the planking 
using 4x 5 x 20 (129).

Fig. B2.06 Fig. B2.07

Fig. B2.08

Fig. B2.10

Fig. B2.09

Top viewFront view

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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B2 Planning the Platforms

Section A-A

Working Platforms

Application for VARIO and TRIO 
 formwork.  (Fig. B2.11 + B2.11a)

Opening for the hatch cover
Opening in the decking 57 x 72 cm  
for the hatch (66).  
Bracing 120/40 mm,
�x laterally on continuous planking 
 using min. 4x F.H. Bolts DIN 603  
M8 x 125 (114) +  
washer A8 ISO 7093 (120).  
Drilled hole Ø 8 mm.

Recommended distance  
to the building 50 mm;  
to neighbouring  platform 30 mm.

Fig. B2.11

Fig. B2.11a

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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Section A-A

Intermediate Platforms

Application for VARIO and TRIO  
formwork.  (Fig. B2.12 + B2.12a)

Close the recess Ø 100 mm in the 
planking in the area of the SLS Spindle 
with formlining as covering ( 76.1).  
(Fig. B2.12c).
Fix the covering to the decking.

Opening for the hatch cover
Opening in the decking 57 x 72 cm  
for the hatch (66). Replacement  
120/40 mm, �x laterally on continuous 
planking using min. 4x F.H. Bolts  
DIN 603 M8 x 125 (114) + washer A8 
ISO 7093 (120). Drilled hole Ø 9 mm.

Recommended distance  
to the building 150 mm;  
to neighbouring  platform 30 mm.
If necessary, close the gap to the 
structure with elastomer cover strip.

B2 Planning the Platforms

Fig. B2.12

Fig. B2.12a

Fig. B2.12c

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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Section A-A

Finishing Platform

So that the girder does not have to  
be realised as a special length, use 
double girders which have been 
pushed together.
(Fig. B2.13)

Deck covering
For Climbing Rails and Climbing Rail 
Extensions, use deck covering cut to 
size and �x to pre-assembled planking 
by means of TSS Torx 6 x 60 screws 
(126).

Covering for the Climbing Rail.  
(Fig. B2.13b)

Covering for the Climbing Rail 
 Extension. (Fig. B2.13c)

Recommended distance  
to the building 50 mm;  
to neighbouring  platform 30 mm.

B2 Planning the Platforms

Fig. B2.13b

Fig. B2.13c

Fig. B2.13

Fig. B2.13a

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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B3 Planning of Corner Platforms

General

Ensure that the decking on the corner 
and internal platforms does not inter-
fere with the climbing procedure.
Mount lateral guardrail protection on 
the front side, see Section “Lateral 
guardrail protection” on page 50.
All dimensions are examples and must 
be checked and de�ned according to 
project requirements.

Secure all cantilevered platforms  
on the opposite side against lifting. 

Working platforms
When the formwork is retracted 
 (shaded area b1), the transition area 
from one platform to another must  
be possible to realise without any 
 problems. Do not fall below the 
 passage width of min. 50 cm.

Mitred working platform, 
 supported
Push girder up to the edge of the 
 platform.  Fix cantilevered planking  
to planks that are positioned laterally  
to the direction of the planking ( A).
Alternatively for the corner areas, 
mount laminated wood panel (B).
Cover the gap between the mitred 
 elements.  (Fig. B3.01)

Overlapping working platform
Covering platform gaps. 
(Fig. B3.02 + B3.03)

In order to maintain the permissible 
cantilevers of the platform beams, 
 minimise the distance from the  
bracket to the corner on the protruding 
platform.
Attention – a more exact static proof  
of the anchoring may be required.

Fig. B3.01

Fig. B3.02

Fig. B3.03

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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B3 Planning of Corner Platforms

Intermediate Platforms

The transition area from one platform 
to another must be possible to realise 
without any problems.  Do not fall be-
low the passage width of min. 50 cm.
With enclosed climbing formwork, the 
side wind load on corner platforms is 
kept to a minimum through an open, 
multi-part design of the lateral guard-
rails. PERI recommends scaffold tube 
bracing.

Mitred intermediate platform
Push girder up to the edge of the 
 platform.  Fix cantilevered planking  
to planks that are positioned laterally  
to the direction of the planking ( A).
Alternatively for the corner areas, 
mount laminated wood panel.
Cover the gap between the mitred 
 elements (B). (Fig. B3.04)

Overlapping intermediate platform
Bring platform decking of the over-
lapping platform in the transition area 
up to the neighbouring platform.  
If necessary, �x cantilevered planking 
to timbers ( A) that are positioned 
 laterally to the direction of the decking.
Cover any remaining platform gap.   
(Fig. B3.05)

Fig. B3.04

Fig. B3.05

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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B3 Planning of Corner Platforms

Finishing Platforms

The transition area from one platform 
to another must be possible to realise 
without any problems.  Do not fall be-
low the passage width of min. 50 cm.
Ensure covering for all remaining gaps 
cannot move out of position.

Mitred intermediate platform
Push girder up to the edge of the 
 platform.  Fix cantilevered planking  
to planks that are positioned laterally  
to the direction of the planking ( A).
Alternatively for the corner areas, 
mount laminated wood panel (B).
Cover the gap between the mitred 
 enclosure elements.  (Fig. B3.06)

Overlapping intermediate platform
Cover any remaining platform gap.  
(Fig. B3.07)

Recommended distance  
to the building 50 mm;  
to neighbouring  platform 30 mm.

Fig. B3.06

Fig. B3.07

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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B3 Planning of Corner Platforms

Concreting platform

The transition area from one platform 
to another must be possible to realise 
without any problems.  Do not fall be-
low the passage width of min. 50 cm.

Mitred concreting platform
Push girder up to the edge of the 
 platform.  Fix cantilevered planking  
to planks that are positioned laterally  
to the direction of the planking ( A).
Alternatively for the corner areas, 
mount laminated wood panel (B).
Cover the gap between the mitred 
 enclosure elements.  (Fig. B3.08)

Overlapping concreting platform
Bring platform decking of the over-
lapping platform in the transition area 
up to the neighbouring platform. 
Fix cantilevered planking to timbers (A) 
that are positioned laterally to the 
 direction of the decking.
Cover any remaining platform gap.  
(Fig. B3.09)

Fig. B3.08

Fig. B3.09

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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Fig. B4.01

Fig. B4.01a

B4 Planning of Rounded Platforms

Bracket Arrangement: Parallel

In order to ensure the function of  
the formwork carriage, arrange  
the brackets in parallel on rounded 
structures.

Fix Wall Shoe RCS, hinged (53) to the 
anchoring (47). Mount the Climbing 
Shoe (50) on the Wall Shoe hinged.

The Wall Shoe hinged provides com-
pensation for twisting up to �Þ = 15° 
 between the axes of the anchoring  
and shear frame. 

Separate static proof is required for  
the Wall Shoe and anchoring. 

The minimum radius for using the 
hinged Wall Shoe depending on  
the anchor spacing c is calculated  
as follows:

Recommended distance  
to the building 50 mm;  
to neighbouring  platform 30 mm.

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration

R �
c

� 2 × c 
2 × sin (15°)
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B4 Planning of Rounded Platforms

Bracket Arrangement: Radial

For a radial arrangement of the 
 climbing brackets, the formwork  
on the carriage cannot be moved 
 backwards. 
Therefore, the Wall and Climbing 
Shoes are mounted between the 
 formwork and working platform  
after a section has been climbed.

Additional special measures for  
�xing the girder as well as the  
bracing with scaffolding tubes  
are to be  implemented.

Recommended distance  
to the building 50 mm;  
to neighbouring platform 30 mm.

Fig. B4.02

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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Guardrails

General requirements
Guardrails and safety barriers must  
be �tted according to valid safety 
 regulations. 
Guardrails must be �tted to all leading 
edges on all platform levels.
High working positions must be se-
cured in order to prevent objects falling 
to the ground. Mount safety nets or 
closed protection panel to achieve this. 
The following can be used as side 
 protection:

 �‘ guardrail boards,
 �‘ galvanised scaffold tubes Ø 48.3  
or Ø 60.3 made of steel,

 �‘ timbers with enclosure made of 
 netting, tarpaulin, plywood or 
 trapezoidal metal sheeting.

(Fig. B5.01)

Guardrails with handrail boards

Requirements:
Handrail boards (82) made of Solid 
Wood C24  
Dimensions d/b = 3/15, 4/12 or  
5/12 cm or according to the static 
proof.

Components

 79 Guardrail Post U100, 225 RCS
 82 Handrail boards
111 F.H. Bolt DIN 603 M8 x 70 MU

1. Fix the handrail boards on the  
inside to the Guardrail Posts (79)  
at spacings of a = 50 cm using F.H. 
Bolts DIN 603 M8 x 70 MU ( 111).

(Fig. B5.02)

Fig. B5.01

Fig. B5.02

B5 Planning of Guardrails

Rail Climbing System RCS C – Climbing Formwork
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Fig. B5.03

Fig. B5.03

Guardrails with Scaffold Tubes

Requirements:
Steel Scaffold Tubes,  
minimum quality S235.
Dimensions Ø × t = 48.3 × 3.2 or  
60.3 × 4.5 mm

Components

79 Guardrail Post U100, 225 RCS
88 Steel Scaffold Tube Ø 48.3 x 3.2
89 Clamp A64 DIN 3570
89.1 Hex. Nut ISO 4032 M12-8

1. Insert scaffold tubes in Clamp A64 
DIN 3570 (89) and �x on the inner 
side to, e.g. Guardrail Posts, with 
Hex. Nut ISO 4032 M12-8 (89.1). 

(Fig. B5.03)

Scaffold tubes at the ends or in the 
middle of the bay are to be connected 
to each other using vertical scaffold 
tubes or are supported. 
This will prevent any overloading.

Mounting the safety net
1. Secure the safety net according to 

manufacturer’s instructions.
2. Bring bottom edge of the safety net 

to the building. 
3. Ensure there is suf�cient overlapping 

with other enclosure parts.

Mesh size for enclosure nets � 20 mm.
Scaffold tube spacing a = 50 cm.

B5 Planning of Guardrails

Rail Climbing System RCS C – Climbing Formwork
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B5 Planning of Guardrails

Lateral Guardrails

 �‘ Lateral side protection is required  
to be installed on all end platforms 
without adjacent platforms.

 �‘ For alternative �xing possibilities: 
see PI Sheet 375.

 �‘ The length of the guardrails and 
 toeboards must correspond to the 
width of the platforms.

 �‘ If the girders are only slightly moved 
to each other, secure the Guradrail 
Post Holder Multi ( 94) before install-
ing the girder. Otherwise screw and 
bolt holes can be covered.  
(Fig. B5.04a)

Components

 15 Fitting Pin Ø 21 x 120
 16 Cotter Pin 4/1
 77 Toeboard 30 x 150 mm
 90 Guardrail Post SCS 150
 94 Guardrail Post Holder Multi
109 F.H. Bolt DIN 603 MB x 45 MU
120 Washer ISO 7094 200 HV, A8
126 TSS-Torx 6 x 60

Assembly
1. Fix the Guardrail Post Holder Multi 

(94) to the girder (75) using 12x TSS 
Torx 6 x 60 (126).

2. Mount the Guardrail Post SCS 150 
(90) using 2x �tting pins Ø 21 x 120 
(125) and cotter pins 4/1 (16).

3. Mount Guardrails: see following 
 section.

4. Fix Toeboard (77) to the Guardrail 
Post Holder Multi ( 94):
 – Pre-drill (Ø 9 mm) Toeboard.
 – Fix Toeboard using F.H. Bolt  
DIN 603 M8 x 45 MU ( 109) and 
washer ISO 7094 200 HV, A8 (120).

(Fig. B5.04)

Fig. B5.04

Fig. B5.04a

O
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t
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B5 Planning of Guardrails

Mounting the Handrail Boards

Components

 82 Handrail Board
 90 Guardrail Post SCS 150
110 F.H. Bolt DIN 603 M8 x 100 MU

Assembly
1. Position the Handrail Board (82)  

L x 12 x 4 cm on the Guardrail Post 
SCS 150 (90).

2. Pre-drill Handrail Board (Ø 9 mm).
3. Fix Handrail Board to the Guardrail 

Post SCS 150 (90) using F.H. Bolt 
M8 x 100 MU ( 110).

(Fig. B5.05)

Fig. B5.05

Fig. B5.06

Mounting the Scaffold Tubes

Components

 88 Scaffold Tube Steel Ø 48.3 x 3.2, 
Special Length

 90 Guardrail Post SCS 150
 93 Guardrail Connector CB
110 F.H. Bolt DIN 603 M8 x 100 MU
120 Washer ISO 7094 200 HV, A8

Assembly
1. Attach Guardrail Connector CB (93) 

to the Guardrail Post SCS 150 (90) 
using F.H. Bolt DIN 603 M8 x 100 
MU (110) and washer ISO 7094  
200 HV, A 8 (120).

2. Position Scaffold Tube Steel (88) and 
secure. (Fig. B5.06)

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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B5 Planning of Guardrails

Continuous lateral guardrails with 
handrail boards

Components

 75 Girder GT 24, e.g. 450
 76 Planking
 82 Handrail Boards
 84 L-Angle RCS 120 x 120 x 200
98.1 Timber 10/12
102 Bolt ISO 4017 M12 x 140-8.8
107 Bolt ISO 4014 M20 x 150-8.8
115 Nut ISO 7040 M20-8
118 Nut ISO 7040 M12-8
122 Washer ISO 7094 A12 100 HV
123 Washer ISO 7094 A20 100 HV
125 TSS-Torx 6 x 80

Not suitable as a supporting structure 
for enclosures!
Mount at least 2x L-Angles per 
 platform side.

1. For transferring force under the 
L-Angle (84), screw on planking (76a) 
transversely to the direction of the 
decking (76). 

2. Fix lateral planking to timber planking 
as well as the planking on girders (75) 
by means of Torx Screws 6 x 80 (125). 

3. Pre-drill (Ø 13 mm) lateral planking 
and planking.

4. Fix L-Angle (84) to lateral planking 
and planking using 2x hex. bolts  
M12 x 140 (102), large washers (122) 
and nuts (118).

5. Pre-drill (Ø 22 mm) Timber 10/12 and 
�x to the L-Angle using hex. bolts 
M20 x 150 (107), large washers 
(123) and nuts (115).

6. Fix handrail boards (82) to the 
 vertical timber using Torx 6 x 80 (125).

7. Mount Toeboard: see Section 
 “Toeboards” on page 38.

(Fig. B5.07 – B5.07b)

Fig. B5.07a

Fig. B5.07b

Fig. B5.07

Rail Climbing System RCS C – Climbing Formwork
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Continuous lateral guardrails with 
scaffold tubes

Components

 75 Girder GT 24, e.g. 450
 76 Planking
 84 L-Angle RCS 120 x 120 x 200
 88 Steel Scaffold Tube Ø 48.3 x 3.2
 95 Standard Coupler RA 48/48
 96 Screw-On Coupling-2 HT 8 D48-20
102 Bolt ISO 4017 M12 x 140-8.8
118 Nut ISO 7040 M12-8
122 Washer ISO 7094 12-100 HV
125 TSS-Torx 6 x 80

Not suitable as a supporting structure 
for enclosures.
Mount at least 2x L-Angles per 
 platform side.

1. For transferring force under the 
L-Angle (84), screw on planking (76a) 
transversely to the direction of the 
decking (76). 

2. Fix lateral planking to timber planking 
as well as the planking on girders (75) 
by means of Torx Screws 6 x 80 (125). 

3. Pre-drill (Ø 13 mm) lateral planking 
and planking.

4. Fix L-Angle (84) to lateral planking 
and planking using 2x hex. bolts  
M12 x 140 (102), large washers (122) 
and nuts (118).

5. Fix the vertical Scaffold Tube Ø 48 
(88) to the L-Angle using Screw-On 
Coupling AK 48 (96).

6. Fix the horizontal Scaffold Tube Ø 48 
(88a) to the vertical Scaffold Tube 
using Standard Couplers RA 48/48 
(95).

7. Mount Toeboard: see Section 
 “Toeboards” on page 38.

(Fig. B5.08 - B5.08b)

B5 Planning of Guardrails

Fig. B5.08 Fig. B5.08a

Fig. B5.08b

Rail Climbing System RCS C – Climbing Formwork
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B6 Planning Requirements

Position of the Leading  
Anchor in the Ground Plan

VARIO:
Maintain a distance of at least 3 cm 
 between the Leading Anchor axis  
and the adjacent formwork girders so 
that the Leading Anchor (42) can be 
mounted together with the Advancing 
Bolt (42.1). (Fig. B6.01)

TRIO:
Maintain a distance of at least 3 cm 
horizontally and 4 cm vertically 
 between the Leading Anchor axis  
and the struts of the formwork so that 
the Leading Anchor can be mounted 
together with the Advancing Bolt.

If the anchor position falls on the  
struts (41.1) or girder, then mount  
the Leading Anchor together with  
the Anchor Positioning Stud. Nail the 
Anchor Positioning Stud M30 (42.2) to 
the formlining using wire nails 3.0 x 80. 
(Fig. B6.02)

Components

42 Leading Anchor
42.1 Advancing Bolt
42.2 Anchor Positioning Stud M30
42.3 Anchor Positioning Plate M30
143 Wire Nail 3 x 80

Fig. B6.01 Top view

Top viewFig. B6.02

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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B6 Planning Requirements

Planning the Climbing  
Sequence

Observe the following points for 
 planning and the work instructions  
for the climbing sequence:

 �‘ Realise the intermediate platforms, 
in particular in the corner areas, to 
ensure that the hydraulic pump can 
be transported from one climbing 
unit to the next without any prob-
lems. For this, make sure the 
 transition areas are suf�ciently  
wide and without steps.

 �‘ Especially on the corner and internal 
platforms, the decking is to be 
 installed so that it does not collide 
with the platforms or formwork of 
adjacent climbing units during the 
climbing procedure.

 �‘ Access means and ladders are 
planned to ensure that there is 
 secure access to all climbing units  
at all times.

 �‘ The climbing sequence must be 
planned around the complete 
 structure.  Determine suitable 
 installation of the hydraulic hoses 
and the climbing of the last climbing 
unit accordingly.

 �‘ Create a hydraulic plan for connect-
ing the climbing device with the 
 hydraulic hoses to the hydraulic 
pump.

 �‘ Appropriate measures are to be 
 determined regarding cordoning  
off or securing the resulting leading 
edges.

Attachment Point for the 
Crane

The size of the climbing units can be 
limited by the permissible load of the 
attachment point. For this, the weight 
of the relevant elements is to be 
 determined during the planning phase.

As a rule, attach the climbing unit to 
the Climbing Rail RCS.

When assembling and dismantling  
the climbing units that are to be used 
with the self-climbing device, the 
 permissible load of the attachment 
points must also be observed. 

The weight of the climbing units  
is to be speci�ed in the general 
 arrangement drawings.

Standard case: climbing
Permissible total weight of the 
 climbing unit
 – when attached to the Climbing Rail 
with 2x Crane Eye BR-2 2.5 t (8), 
 total max. 5 t,

 – when attached directly to the 
 spacers in the Climbing Rails 2 x 5t, 
total max. 10 t (Fig. B6.03)

Moving
Attaching to the Strongback: see the 
next section.

Assembly/dismantling
Attach assembly units according to the 
following assembly and pre-assembly 
instructions.

Fig. B6.03

Rail Climbing System RCS C – Climbing Formwork
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B6 Planning Requirements

Moving procedure with the 
Lifting Beam RCS 9 t

 �‘ Always lift and move the climbing 
units with the Lifting Beam RCS 9 t 
(10). 

 �‘ For safe attachment and removal of 
the crane hook, provide suitable 
measures to prevent falls.

 �‘ Follow Instructions for Use for the 
Lifting Beam 9 t and Crane Eye BR-2 
2.5 t (not shown)! 

 �‘ Ensure loads are evenly balanced 
when being picked up. 

Components

 4 Spacer M24-82
10 Lifting Beam 9 t
25 Steel Waler Universal SRU

Attachment point:
Mount the Spacer (4) in the top hole  
of the Strongback (25).
Load-bearing capacity 5,000 kg

Concreting platform not shown
Fig. B6.04

Fig. B6.05

Rail Climbing System RCS C – Climbing Formwork
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C1 Pre-Assembling the Formwork

Mounting the Strongback on 
TRIO Formwork

Components

 15 Fitting Pin Ø 21 x 120
 16 Cotter Pin 4/1
 25 Steel Waler Universal SRU L = 2.72
 26 Waler Fixation SRU
 27 Adjusting Unit SRU
 32 Waling
 35 Strongback Adapter RCS/SRU
 41 TRIO Panel
139 Wingnut Pivot Plate DW 15
141 Hook Tie DW 15/400

1. Clamp the waling (32) using the 
Hook Tie DW 15 (141) and Wingnut 
Pivot Plate DW 15 (139) to the speci-
�ed position of the TRIO panel ( 41).

(Fig. C1.01)

 �‘ Use at least 2 Hook Ties DW 15  
(left and right) close to the Strong-
back. The hooks point upwards.  
(Fig. C1.01a)

 �‘ A minimum of 8 Hook Ties are 
 required per climbing unit.

 �‘ The waling must project at least  
5 cm over the Wingnut Pivot Plate.

Fig. C1.01

Fig. C1.01a

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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C1 Pre-Assembling the Formwork

Strongback Adapter RCS/SRU 
 facilitates the assembly of TRIO 
 formwork elements on the  
Crossbeam Unit RCS 220 VARIO.

Fig. C1.01b

Fig. C1.0c

Fig. C1.01d

2. Position the Strongback SRU (25)  
on the waling (32) according to the 
planning.

3. Clamp the Strongback to the waling 
at the top (32) using the Waler 
 Fixation SRU (26).  
(Fig. C1.01b + C1.01c)

4. Pull the Adjusting Unit SRU external 
(27.1) over the bottom end of the 
Strongback. 

5. If the Crossbeam Head RCS/VARIO 
is used: mount the Strongback 
Adapter (35) to the Strongback using 
�tting pins Ø 21 ( 15) and cotter pins 
4/1 (16).

6. Position the top part of the Adjusting 
Unit (27.1) and mount in the Strong-
back using �tting pins Ø 21 ( 15a) and 
cotter pins 4/1 (16a).

7. Spindle in the bottom part ( 27.2) of 
the Adjusting Bolt SW 30 ( 27.3) until 
it rests against the waling.  
(Fig. C1.01d)

 
z Waling now lies against the 
cheeks of the Adjusting Unit on 
both sides.

8. Finely adjust the position of the 
Strongback.

Maximum formwork weight per 
 Adjusting Unit SRU: 1200 kg.

Rail Climbing System RCS C – Climbing Formwork
Instructions for Assembly and Use – Standard Con�guration
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C1 Pre-Assembling the Formwork

Assembling the Strongback 
with the Formwork Waler  
150 CB

For static reasons, the U-Pro�le of  
the Formwork Waler 150 CB must  
be pointing upwards. (Fig. C1.06)

Components

 25 Steel Waler Universal SRU L = 2.72
 26 Waler Fixation U100 – U120
 27 Height Adjustment Unit-2 CB/

SCS/RCS
140 Formwork Waler 150 CB
142 Clamp Adapter MX / TR-SRU
alternatively
 15 Fitting Pin Ø 21 x 120
 16 Cotter Pin 4/1

 �‘ Project-speci�c planning and 
 dimensioning is required!

 �‘ The Formwork Waler 150 CB (110)  
is attached to the Clamp Adapter  
MX / TR-SRU (142) as standard by 
means of the Tie Rod DW 15 (142.3) 
and Wingnut Counterplate DW 15 
(142.4). (Fig. C1.04a)

 If the Wingnut Counterplate DW 15 
(142.4) collides with the Strongback 
the Clamp Adapter MX / TR-SRU 
(142) can be mounted using �tting 
pins Ø 21 x 120 (15) and cotter pins 
4/1 (16).

 �‘ Assembly on the Strongback SCS 
325 and 550 takes place in the same 
way.

Fig. C1.02

Fig. C1.03

Rail Climbing System RCS C – Climbing Formwork
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C1 Pre-Assembling the Formwork

Assembling the Formwork Waler 
150 CB on the TRIO Panel
1. Assemble TRIO elements on the 

 assembly area to form formwork 
units.

2. Fix 2x Clamp Adapter MX / TR-SRU 
(142) to the formwork using bolts 
ISO 4014 M24 x 80-8.8 (142.1) and 
nuts ISO 4032 M24-8 (142.2).  
(Fig. C1.04)

3. Place the Formwork Waler 150 CB 
(110) with U-pro�le pointing upwards 
on the Clamp Adapter MX / TR-SRU 
(142).

4. Brace the Formwork Waler 150 CB 
(110) on the formwork using Tie Rod 
DW 15 (142.3) and Wingnut Coun-
terplate DW 15 (142.4). (Fig. C1.04a) 
Alternatively:

 Mount the Formwork Waler 150 CB 
on the Clamp Adapter MX / TR-SRU 
using �tting pins Ø 21 x 120 ( 15) and 
cotter pins 4/1 (16). 

5. Position the Strongback (25) on 
Formwork Waler 150 CB (110) 
 according to the bracket spacing. 
Bottom projecting length:  
see project-speci�c planning.

6. Mount Waler Fixation U 100 – U120 
(26) and secure in position by 
 tightening the Quick Jack Nut.  
(Fig. C1.05 + C1.05a)

 �‘ Does the U-pro�le of the Formwork 
Waler 150 CB point upwards? 

 (Fig. C1.05 + C1.05a)
 �‘ Does the Formwork Waler 150 CB 
rest against the vertical pro�les of 
the formwork?

Fig. C1.05

Fig. C1.04

Fig. C1.05a

Fig. C1.04a

Fig. C1.06

Rail Climbing System RCS C – Climbing Formwork
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